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Features
• Floor standing

• Full protection
Full electrical protection, over/under temperature protection

• Stable
IP65 protection grade, usable in harsh & salt/mist environments

• Intelligent
Intelligent power adjustment, emergency stop, Wifi/APP/ethernet monitoring

• OCPP supported
OCPP v1.6 for communication with back-office server

• Create charging rates

• Create and manage revenue streams

• Solar Compatible

• Free app

Specification 
Input & Output
Voltage	 415V AC
Input Frequency	 50Hz
Output Voltage	 400V AC
Max Output Power	 22kW 
Max Output Current	 32A 
Charging Interface	 IEC 62196-2, Type 2
Connection Untethered
Number of Connections	 2 

Protection
Overload Protection	 Yes
Short Circuit Protection Yes
Earth Leakage Protection	 Yes
Over-temp Protection	 Yes

Function & Accessory
Ethernet/WIFI Yes/Yes
RCD	 Type A + 6mA DC  

fault current protection  
(Equivalent to Type B)

Supported Payment	 RFID(Standard)
LED Indicator Light	 Yes
Emergency Stop Button	 Yes
Intelligent Power Adjustment	 Opt

Working Environment
Protection Degree	 IP65
Operating Temperature	 -20°C ~+50°C
Standby Power Consumption	 <8W

Mechanical
Dimensions (w/h/d)	 320 x 1635 x 175mm
Weight <43Kg


